
5000 Series
Pin-to-Pin Mounting

5000 Series

A B C D E F G J K L M GAL of OIL WEIGHT

MODEL NUMBER in mm in mm in mm in mm in mm in mm in mm in mm in mm PORT in mm FILL EXT lbs

63-5402-120 120.38 3058 53.00 1346 173.38 4404 2.00 51 2.06 52 1.75 44 7.00 178 2.13 54 19.50 495 1" NPTF N/A N/A 3.7 10.5 273

63-5402-140 140.62 3572 59.75 1518 200.37 5089 2.00 51 2.06 52 1.75 44 7.00 178 2.13 54 19.50 495 1" NPTF N/A N/A 4.3 12.3 306

74-5401-135 134.69 3421 48.25 1226 182.94 4647 2.00 51 2.06 52 1.75 44 8.63 219 2.13 54 6.50 165 1" NPTF 12.00 305 4.4 14.7 329

74-5401-156 154.56 3926 53.38 1356 207.94 5282 2.00 51 2.06 52 1.75 44 8.63 219 2.13 54 6.50 165 1" NPTF 12.00 305 5.1 16.8 363

74-5401-167 166.06 4218 56.25 1429 222.31 5647 2.00 51 2.06 52 1.75 44 8.63 219 2.13 54 6.50 165 1" NPTF 12.00 305 5.4 18.1 383

85-5402-170 168.56 4281 49.88 1267 218.44 5548 2.00 51 2.06 52 1.75 44 9.50 241 2.13 54 6.63 168 1" NPTF 12.75 324 3.7 21.8 473

85-5402-190 188.56 4789 53.88 1368 242.44 6158 2.00 51 2.06 52 1.75 44 9.50 241 2.13 54 6.63 168 1" NPTF 12.75 324 4.0 24.4 512

85-5402-200 198.56 5043 55.88 1419 254.44 6463 2.00 51 2.06 52 1.75 44 9.50 241 2.13 54 6.63 168 1" NPTF 12.75 324 4.2 25.6 530

85-5402-220 218.56 5551 59.88 1521 278.44 7072 2.00 51 2.06 52 1.75 44 9.50 241 2.13 54 6.63 168 1" NPTF 12.75 324 4.6 28.2 565

85-5402-235 234.19 5948 65.00 1651 299.19 7599 2.00 51 2.06 52 1.75 44 9.50 241 2.13 54 6.63 168 1" NPTF 12.75 324 5.0 29.6 633

85-5402-250 249.19 6329 68.00 1727 317.19 8057 2.00 51 2.06 52 1.75 44 9.50 241 2.13 54 6.63 168 1" NPTF 12.75 324 5.3 31.6 677

95-5461-265 264.88 6728 75.63 1921 340.50 8649 2.00 51 2.06 52 1.75 44 10.69 271 2.13 54 6.50 165 1" NPTF 12.75 324 7.3 48.1 946

95-5461-280 279.88 7109 78.63 1997 358.50 9106 2.00 51 2.06 52 1.75 44 10.69 271 2.13 54 6.50 165 1" NPTF 12.75 324 7.7 50.7 968

5000
Series 

Please consult factory or your Regional Sales Manager for additional models.

	Hybrid design utilizing large tube 	
	 sizes with European look
	Single high performance 		
	 u-cup seal with v-packing
	‘Z’ seal option available
	�Heavy-duty wiper
	No seal adjustment needed
	�Increased overlap between stages
	�Snap-in retaining ring
	�Chrome plating optional 
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